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SMD LED 5050 3-Chip Highpower

Absolute Maximum Ratings at Ta=25C

Features:

Parameter Symbol Rating Unit 1.Color;Red/Green/Blue
2.Compatible with automatic placement equipment
Forward Current Ie 25 mA 3.Compatible with reflow solder process
Power Dissipation Pa 90 mw 4.Long life solid state reliability.
Reverse Voltage Vr 5 \Y 5 RoHs Standard
Peak Forward Current
IF'F 150 mA
(Duty 1/10 @1KHZ) Description:
Operation Temperature Torr -40 to +80 C 1. Backlight for mobile,machine version.
Storage Temperature Tste -40 to +85 2. Backlight in dashboard and switch of automive.
3. Package:1000pcs/reel
1.5(.059)
%« 4|(.157):l'0.2 - | 2(.008)
o —
= \Lfﬂ/ 3
~ | 1/ —T®
ﬂi._wl—._ﬂl —
J bt
5.4(213)£0.2 || 1.4(055)
NT, 1
= : 5 0.5(.02)—[j [ E]_i
5 [%E]_L
= 1 1.0(.039) ] I:]T
+
5(197)*0.2 0.5(.02)
Package Dimensions:
Viewin
Dice material Peak VA(V) lv(mcd) g
Part Number And col Lens color Wavelenath ™ Angle
nd color avelen :
g YOI min | Typ | 29452
76600054 InGan/Warm White Yellow Diffused 3300K 3.2 3000 | 4200 | 120°
Number Part Number ww
1x 76600054
10x 36007001
20x 36007002
50x 36007003
100x 36007004

alle Angaben laut Hersteller




