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LED 5mm diffus RGB 4-polig - steuerbar, 4-Pin

Absolute Maximum Ratings at Ta=25C

Package Dimensions:

Parameter Symbol Rating Unit [ -
D’ :E:] [0, 1971
Forward Current Ie 25 mA l 190
[0, 193]
Power Dissipation Pq 60 mwW
Reverse Voltage VR 5 V ( \ m
Peak Forward Current 7.60
lpr 150 mA [0. 2891
(Duty 1/10 @1KHZ)
Operation Temperature Torr -40 to +80 T I I I
Storage Temperature Tste -40 to +85 € 1 | 4
Features:
1.Standard brightness. 254 [1.00Min] e ~
2.Choice of various viewing angles
L0 [0, 03%Min] -
3.1C compatible /Low current capability — |l || [[5—=E | N
4.Long life solid state reliability. = (0. 118]
T-0 0. 130] - a
Description: — 1, 4x3=1, 20 ! =
1.These LED lamps are available with a choice S 1 [ereen anode
of different colors, light intensities, epoxy color, etc 2 [ red anode
2.General application for indication, illumination,etc e o
4 | Blue anode
Products List
Peak Viewin
Dice material VE(V) lv(med) 9
Part Number p— Lens color Wave T Angle
nd color :
length | 0 | Min | Typ | s94p
75000019 AlGalnp Red 625nm 2.0 100 300
InGaN Pure Green | White Diffused | 525nm | 3.2 500 800 50°
InGaN Blue 470nm 3.2 150 350
Number Part Number
10x 26000460
20x 26000461
50x 26000462
100x 26000463
500x 26000464

alle Angaben laut Hersteller



